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 Fully automated, random access,  
open system  

 Up to 240 tests per hour 

 81 semi-permanent rigid  
UV plastic cuvettes 

 150 - 500 µl reaction volume 

 40 reagent and sample positions 

 Sampling system with liquid level  
detection, collision protection and  
auto-depth adjustment 

 Auto-wash of cuvettes, probe  
and mixer 

 Spectrophotometry with  
8 wavelengths from 340 - 670 nm 

 Simultaneous dual wavelength  
detection 

 Noise-free water cooling 

 High grade components for best  
stability and reliability 



The Reaction System holds 81 semi-permanent rigid UV plastic 

cuvettes. It is constantly tempered at 37°C±0.1 for reproducible 

measurement results.  

 Reaction volume 180-500 µl 

 Optional quartz glass cuvettes reaction module available 

The Sample & Reagent Disk is cooled to 4 - 12°C 24 hours per day 

and can be equipped with an optional integrated barcode reader 

for advanced convenience. 

 40 positions for reagent  

 40 positions for sample 

 Noise free water cooling system 

The Sampling System is driven by a maintenance free motor 

with stable and accurate movement. A ceramic syringe assures 

highly accurate volume control.  

 Collision protection  

 Liquid level detection  

 Auto depth-adjustment 

 Highly polished, nano coated probe 

The Convergys® BioX 240 is a fully automatic 

biochemistry analyzer designed for your 

convenient everyday lab work. It offers all 

the features that you should expect for a 

smooth, reliable and trouble-free workflow. 

Its carefully selected trademark components 

ensure a reliable and stable operation and 

let you focus on actual measurements.  



The Fluid System is composed of selected trademark 

components to ensure high durability and efficiency.  

 Built-in degasser for enhanced volume accuracy 

 Low water consumption (<5 l/h) 

 Separate outflow for concentrated waste  

Our User Friendly Software grants easy and 

comprehensible access to all analyzer functions 

and settings.  

 Easy Reagent Parameter setup  
(open reagent system)  

 Powerful Statistics System  

 Easy rerun and restore of tests  

 Printout report with customizable template 

 One-click daily maintenance protocols    

 BI-LIS interface with HL7 protocol support 

 Multiple QC rules: Westgard, Cumulative sum 
check, Twin plot  

 Multiple calibration modes with advanced algo-
rithm for obtaining optimal calibration curves  

 Real-time monitoring of reaction curve, calibra-
tion test curve and QC test curve  

 Real-time status monitoring  

The Optical Measurement System comprises filters 

for 8 wavelengths between 340 nm and 670 nm.  

 Simultaneous dual wavelength detection 

 Full-Sealed Matrix Spectrometric System (FMSS) 

 Silent water cooling to avoid heat interference 

 Halogen-tungsten lamp with >2000 h life time 

Contamination and Carry-over Prevention by design.  

 Highly polished nano material mixer with silent mixing feature  

 6-step auto washing station for cuvettes 

 Auto wash probe and mixer 

 Sophisticated anti-contamination program 
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